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Costruzione: corda a 3 legnoli.
Composizione: 

rottura superiore del 40%).
Caratteristiche: 

Classe: 
Colore: 

Utilizzo e impiego: per ormeggio nautico e per ancoraggio 
pontili. Pronta all’uso.

Costruzione: corda a 3 legnoli.
Composizione: 

rottura superiore del 40%). Le redance possono essere di 

Caratteristiche: 

Classe: 
Colore:

Utilizzo e impiego: per ormeggio nautico e per 
ancoraggio pontili. Pronta all’uso,

Construction: 3 strand rope.
Composition: medium tenacity 

Features: 

reduced elongation.
Class: 
Colour:

Applications: for mooring and 

Construction: 3 strand rope.
Composition: medium tenacity 

stainless steel or plastic.
Features: 

reduced elongation.
Class: 
Colour:

Applications: for mooring and 

CIME ORMEGGIO CON GASSA
SPLICING ROPE FOR MOORING WITH EYE

SPLICING ROPE FOR MOORING - ANCHORING WITH STAINLESS STEEL OR PLASTIC THIMBLE

141

142

codice
code

diametro Ø mm
diameter Ø mm

confezione mt 
packaging m

carico di rottura Kg
MBL Kg

pz per scatola
pc for box

141081 8 10 550 1
141101 10 10 860 1
141121 12 10 1.220 1
141141 14 15 1.700 1
141161 16 15 2.200 1
141181 18 15 2.700 1

They can be produced in any diameter and length specifying eye dimension.

They can be produced in any diameter and length specifying eye dimension.

codice
code

diametro Ø mm
diameter Ø mm

confezione mt 
packaging m

carico di rottura Kg
MBL Kg

pz per scatola
pc for box

142081 8 10 550 1
142083 8 30 550 1
142101 10 10 860 1
142103 10 30 860 1
142121 12 10 1.220 1
142123 12 30 1.220 1
142125 12 50 1.220 1
142141 14 15 1.700 1
142143 14 30 1.700 1
142145 14 50 1.700 1


