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DOPPIA TRECCIA PLAMER FIOCCO DI POLIESTERE
PLAMER STAPLE SPUN POLYESTER DOUBLE BRAID

Costruzione: doppia treccia —calza 16, 20, 24, 32 fusi;
anima 12,16 fusi.

Composizione: calza in fibra fiocco di poliestere alta
tenacita e anima in fibra di poliestere alta tenacita.
Caratteristiche: doppia treccia con calza in flocco a
torsioni contrapposte. Tipica scotta morbida al tatto
e dall'aspettolanoso. Ottima per la sua particolare

leggerezza e flessibilita. Ridottissimo allungamento.
Buona resistenza alla trazione. Ottimo grip che larende
ideale per il bloccaggio su strozzascotte, winch e gallocce.
Colore: bianca, rossa, blu royal, gialla con segnalino e old
american style ideale per barche d'epoca.

Utilizzo e impiego: Ideale per uso velico: scotte, drizze e
ormeggio su barche da crociera.

colorato diametro @ mm confezione mt carico di rottura Kg peso gr/mt

coloured diameter @ mm packaging m MBL Kg weight gr/m
330004 330104 4 200 200 12
330005 330105 5 200 320 18
330006 330106 6 200 500 26
330008 300108 8 200 800 42
330010 330110 10 200 1.500 72
330012 330112 12 200 2.100 105
330014 330114 14 200 2.600 130
330016 330116 16 200 3.500 165

Construction: double braid — cover 16,20, 24, 32 plait; core 12,16
plait.

Composition: cover made of high tenacity staple spun polyester
fibre and core made of high tenacity polyester fibre.

Features: double braid with cover in staple spun polyester made
with opposite and balanced twists. Soft to the touch and woolly.
Very light and flexible. Very low elongation capacity. Good tensile
strength. Very good grip on stoppers, winches and cleats.

Colour: white, red, royal blue, yellow with flecks and old American
style for old type boat.

Applications: sheets and halyards for sailing boats, and mooring
for cruising boats.

| dati riportatiin tabella sono puramente indicativi e non vincolanti. PLAM siriserva il diritto di variarli senza preavviso.

Technical information is for reference only. PLAM reserves the right to make modification without prior notice.



