5 7 o TRECCIA ELASTICA SINTETICA COLORATA
SYNTHETIC COLOURED SHOCK CORD

Costruzione: treccia—calza 16, 24 fusi; anima in latice di ganci zincati o in plastica e con accessori vari.
gomma. Colore: colorata, bianca, nera.

Composizione: calza in multibava di PPL colorata, anima Utilizzo e impiego: legacartellette, legabagagli auto
in lattice digomma per i diametridal 3 al 6 mm. Per i (diverse lunghezze), confezione milleusi, ragno elastico a

diametridal 8 al 12 mm calzain monofilo dipolietilene alta ~ 4-6-8

densita trattato UV, anima in lattice digomma. ganci, elastici per ciclo-moto, industria, sport,
Caratteristiche: elevata elasticita ed allungamento, autoaccessori, ferramenta, per teli camion e
ottima resistenza allo sfregamento. Gli stessi articoli tensostrutture.

Construction: braid - cover 16, 24 plait;
core rubber latex.
Composition: cover made of

possono essere forniti con puntali metallici (maniglie), con

multifilament polypropylene fibre, core colorata, bianca, nera diametro @ mm confezione mt peso gr/mt allungamento
in rubber latex for diameter from 3 to coloured, white, black diameter @ mm packaging m weight gr/m elongation
6 mm. For diameter from 8 to 12 mm 570003 3 200 9 100%
cover made of high density polyethylene

UV treated, and core in rubber latex. 700 4 209 1 100%
Features: high elasticity and elongation 570005 5 200 20 100%
capacity, excellent rubbing resistance. 570006 6 200 28 100%
The same items can be supplied with

metallic ends (handles) and with plastic 570008 8 200 50 100%
or zinc coated hooks and various 570010 10 200 70 100%
accessories, 570012 12 200 105 100%

Colour: coloured, white, black.
Applications: for fastening folders,
luggage on the car (different lengths).
Different uses: packaging, elastic spider
with 4-6-8 hooks, elastics for bikes

and motorbikes, industry, sports, car
accessories, ironmongery, canvas for
truck and tensile structures.

| dati riportatiin tabella sono puramente indicativi e non vincolanti. PLAM si riserva il diritto di variarli senza preavviso.
Technical information is for reference only. PLAM reserves the right to make modification without prior notice.



