Construction: braid - cover 12
plait; without core.

Composition: 100% Dyneema®
fibre (registered trademark by
DSM), with protective impregnation
in coloured polyurethane resin.
Features: without core, very light,
high tenacity, almost inextensible,
easy to splice.

Elongation: from 0.4%t0 0.5% at a
working load of 20% of the breaking
load.

Class: floating.

Colour: grey, light blue and black,
other colours on request.
Applications: sheet, halyard and
rigging for sailing race, boom vang,
cable for boat's crane and motor
vehicle winches.

TRECCIA DYNAPROTECT DYNEEMA®
DYNAPROTECT DYNEEMA® BRAID

Costruzione: treccia - calza 12 fusi; senza anima.
Composizione: fibra 100% Dyneema® (marchio registrato
DSM), con impregnazione protettiva in resina

poliuretanica colorata.
Caratteristiche: liscia senz'anima,

leggera, altissima

tenacita, praticamenteinestensibile, facilmenteimpalmabile.
Allungamento: da 0,4% a 0,5% con un carico dilavoro parial

20% del carico dirottura.

Classe: galleggiante.

Colore: grigia, azzurra e nera, altri colori a richiesta.

Utilizzo e impiego: scotta, drizza e sartie da regata,
caricabasso, ideale anche come cavo per gru, argani e
verricelli per fuoristrada.

colorato diametro @ mm confezione mt carico di rottura Kg peso gr/mt
coloured diameter @ mm packaging m MBL Kg weight gr/m
820001 1 200 150 1
820013 13 200 220 15
820015 15 200 300 2
820002 2 100 450 2,5
820025 2,5 100 600 4
820003 3 100 750 5
820004 4 100 1.400 8
820005 5 100 2.400 14
820006 6 100 3.300 20
820007 7 100 3.800 28
820008 8 100 4.800 38
820009 9 100 6.400 50
820010 10 100 8.200 59
820012 12 100 10.000 90
820014 14 100 14.000 120
820016 16 100 22.100 160
820018 18 100 27.000 210
820020 20 100 32.400 250

| dati riportatiin tabella sono puramente indicativi e non vincolanti. PLAM siriserva il diritto di variarli senza preavviso.

Technical information is for reference only. PLAM reserves the right to make modification without prior notice.



